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RESPIRATORY PROTECTION

Established by University 
of Arkansas for the 
protection of employees 
from possible respiratory 
hazards in the workplace

Applies to all UofA 
employees who are 
required to wear 
respiratory protection 
during their work activities 
or for emergencies



Occupation Safety and Health Administration (OSHA) 

Standards 29 CFR 1910.134 

Code of Federal Regulations (CFR)                              

40 CFR Part 170 Worker Protections Standard 

(WPS) for Agricultural Workers

FEDERAL & STATE REGULATIONS FOR 

RESPIRATORY PROTECTION

Arkansas Department of Labor  

Basic Safety Manual               

Rules 55 - 61

It is a violation of Federal and State law to use any material in 

a manner inconsistent with its labeling.



If you are required to 

wear a respirator

Your will be required to:

Have a medical evaluation

Attend respirator use training

Pass a respirator fit test

All provided at no cost to you



VOLUNTARY RESPIRATOR USE

The work activity will be evaluated, by the 

Department or supervisor, to determine if 

the use of respiratory protection 

jeopardizes the health or safety of the 

employee

If approval is granted the employee will 

be subject to all UofA Respiratory 

Protection Program provisions

If an employee choose to wear a 

respirator during work activities that do 

not require respiratory protection:



RESPIRATORY HAZARDS

üInhalation of:

Particulates Vapors

Sprays Mists

Fogs Smoke

Gases Dusts

üEntry into confined spaces

üWorking in a toxic or oxygen 

deficient environment



TYPES OF RESPIRATORS

AIR PURIFYING

SUPPLIED AIR

FILTER MASK



üHalf Face

üFull Face

AIR PURIFYING RESPIRATORS 

(APR)



AIR PURIFYING RESPIRATORS

o Can only be used in environments that have 

sufficient oxygen to breathe

o Air is filtered through a 

cartridge that is attached to 

the respirator

o Provides protection only 

against the type of 

contaminants listed on 

the cartridge



SUPPLIED AIR RESPIRATORS 

(SAR)

Air Supplied

Air Line

Self Contained

Breathing Apparatus 

(SCBA)



AIR SUPPLIED RESPIRATORS

o Can be used in toxic 

environments

o Air is supplied through an 

attached air line from 

an outside source 

such as an air  

compressor



SELF CONTAINED 

BREATHING APPARATUS

(SCBA)

o Can be used in toxic and

air deficient atmospheres

o Air is supplied from a      

compressed air 

cylinder that is 

carried by the user



Filter Masks



FILTER MASKS

o Provide limited protection 

from dusts and mists

o DO NOT provide protection in 

toxic or low oxygen 

environments

o May not filter out very fine 

particulates


